ETag: "794be7fb0bba8f586728ee02a1c97296"
accept: text/html,application/xhtml+xml,application/xml;q=0.9,*/*;q=0.8
accept-encoding: gzip, deflate
accept-language: en-US,en;q=0.5
authorization: LOW enhdcNorXo0XJBXT:REDACTED_BY_IA_S3
cache-control: no-cache
connection: close
content-length: 109165
content-type: multipart/form-data; charset=UTF-8
host: s3.us.archive.org
origin: https://archive.org
user-agent: Mozilla/5.0 (X11; Ubuntu; Linux i686; rv:21.0) Gecko/20100101 Firefox/21.0
x-amz-acl: bucket-owner-full-control
x-amz-auto-make-bucket: 1
x-archive-interactive-priority: 1
x-archive-meta-mediatype: texts
x-archive-meta01-collection: opensource
x-archive-meta01-description: uri(%3Csmall%3EIn%20this%20paper%2C%20a%20combined%20approach%20where%20low%20density%20parity%20check%20(LDPC)%20codes%20are%20used%20to%20reduce%20the%20complexity%20and%20power%20consumption%20of%20pulsed%20orthogonal%20frequencydivision%20multiplexing%20(pulsed-OFDM)%20ultra-wideband%20(UWB)%20systems%20is%20described.%20The%20proposed%20system%20uses%20LDPC%20codes%20to%20achieve%20higher%20code%20rates%20without%20using%20convolution%20encoding%20and%20puncturing%20thereby%20reducing%20the%20complexity%20and%20power%20consumption%20of%20pulsed-OFDM%20system.%20The%20LDPCpulsed-%20OFDM%20system%20achieves%20channel%20capacity%20with%20different%20code%20rates%20and%20has%20good%20performance%20in%20different%20channel%20fading%20scenarios.%20The%20pulsed%20OFDM%20system%20is%20used%20where%20pulsed%20signals%20could%20spread%20the%20frequency%20spectrum%20of%20the%20OFDM%20signal.%20The%20performance%20of%20LDPC-pulsed-OFDM%20system%20for%20wireless%20personal%20area%20networks%20(WPAN)%20is%20analyzed%20for%20different%20UWB%20indoor%20propagation%20channels%20(CM3%20and%20CM4)%20provided%20by%20the%20IEEE%20802.15.3a%20Standard%20activity%20committee.%20To%20establish%20this%2C%20a%20design%20of%20LDPC-pulsed-OFDM%20system%20using%20the%20digital%20video%20broadcasting-satellite-second%20generation%20(DVB-S2)%20standard%20and%20provide%20the%20simulation%20results%20for%20the%20different%20code%20rates%20supported%20by%20LDPC%20codes%20is%20presented.%20%3Cbr%3E%3C%2Fsmall%3E)
x-archive-meta01-language: eng
x-archive-meta01-licenseurl: http://creativecommons.org/publicdomain/mark/1.0/
x-archive-meta01-scanner: Internet Archive HTML5 Uploader 1.4
x-archive-meta01-subject: Low Density Parity Check (LDPC)
x-archive-meta01-title: Performance analysis of Multiband - OFDM systems using LDPC coder in pulsed - OFDM modulation for UWB communications
x-archive-meta02-subject: pulsed orthogonal frequency-division multiplexing (pulsed-OFDM)
x-archive-meta03-subject: orthogonal frequency-division multiplexing (OFDM)
x-archive-meta04-subject: LDPCpulsed- OFDM
x-archive-meta05-subject: ultra-wideband (UWB)
x-archive-meta06-subject: digital video broadcasting-satellite-second generation (DVB-S2)
x-archive-meta07-subject: wireless personal area networks (WPAN).
x-archive-size-hint: 109165
x-file-name: 70.pdf
x-file-size: 109165
x-requested-with: XMLHttpRequest
x-upload-date: 2013-06-12T11:21:06.000Z
